Portable Hand-Held Diesel Transfer & Filtration Systems

The Mighty Might is an unique portable lightweight Filtration System designed for those hard to reach areas.

The new dual element design allows for two stage filtration for numerous filtration options.

With the Mighty Might heavy duty stainless steel frame, industrial grade motor & pump it is ideal for most hydraulic, lube oil and diesel applications.

**SPECIFICATIONS**

**INDUSTRIAL GRADE VANE PUMP**
- 8 GPM Hydraulic and Lube Oils up to 500 SUS
- 13 GPM Diesel Fluid

**ELECTRIC SERVICE REQUIRED**
- 115 Volts, 10 Amps, Single Phase, 60 HRZ

**FILTER BY-PASS VALVE SETTING**
- Set @ 25 PSID on Both Primary & 2nd Stage

**FLUIDS**
- Petroleum based (500 SUS maximum)
- For other fluids contact factory

**POWER CORD**
- 6’ Length

**WEIGHT**
- 29 LBS.
- 35 LBS. (approx. shipping weight)

**HOSE/WAND ASSEMBLY**
- Two 6’ Length 3/4” Vardex Hoses
- Two 18” PVC Wands, Adjustable to One 36” Wand

**ELECTRIC MOTOR**
- Single Phase Motor, 1/2 HP, 110/60 Hz

**ON/OFF SWITCH**
- Industrial Toggle-Operated Motor Starter

**DIMENSIONS**
- 21”L x 12.5”H x 6.75”W

**FEATURES & BENEFITS**
- Lightweight & Compact
- 13 GPM Flow Capacity
- Longer Filter Life
- Two Stage Filtration
- Clean, Easy Filter Change-Out
- Filtration Down to 3 Micron Absolute
- Water Absorbing Elements
- Industrial Quality Vane Pump
- Heavy Duty Stainless Steel Frame
- Pump Safety Relief Valve
- Strainer on Inlet
- Easy to Read Pressure Gages
- Fleet Maintenance
- Portable Cleaning
- Fuel Polishing
- Field Maintenance
- Fuel Dispensing

**HOW TO ORDER**

<table>
<thead>
<tr>
<th>MMD</th>
<th>*UPSTREAM ELEMENT</th>
<th>DOWNSTREAM ELEMENT</th>
</tr>
</thead>
</table>

*UPSTREAM ELEMENT SHOULD HAVE A LARGER RETENTION RATING THAN THE DOWNSTREAM ELEMENT.

**FILTER ELEMENT OPTIONS**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>303</th>
<th>303M</th>
<th>310</th>
<th>310AQ</th>
<th>310M</th>
<th>325</th>
<th>325M</th>
<th>3100</th>
<th>403AQ</th>
<th>410</th>
<th>410M</th>
<th>425M</th>
<th>4100</th>
</tr>
</thead>
<tbody>
<tr>
<td>Length</td>
<td>5.3</td>
<td>5.3</td>
<td>5.3</td>
<td>5.3</td>
<td>5.3</td>
<td>5.3</td>
<td>5.3</td>
<td>5.3</td>
<td>5.3</td>
<td>8.6</td>
<td>8.6</td>
<td>8.6</td>
<td>8.6</td>
</tr>
<tr>
<td>Mtg. Thread</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
<td>1-12</td>
</tr>
<tr>
<td>Micron Rating</td>
<td>3</td>
<td>3 ABS</td>
<td>10</td>
<td>10</td>
<td>10 ABS</td>
<td>25</td>
<td>25 ABS</td>
<td>141</td>
<td>3</td>
<td>10</td>
<td>10 ABS</td>
<td>25 ABS</td>
<td>141</td>
</tr>
<tr>
<td>Media Sq. In.</td>
<td>611</td>
<td>679</td>
<td>550</td>
<td>175</td>
<td>600</td>
<td>560</td>
<td>580</td>
<td>91</td>
<td>309</td>
<td>947</td>
<td>860</td>
<td>930</td>
<td>160</td>
</tr>
<tr>
<td>DHC*</td>
<td>17.5</td>
<td>31</td>
<td>16</td>
<td>8.0</td>
<td>24</td>
<td>30</td>
<td>34</td>
<td>17.3</td>
<td>18</td>
<td>37</td>
<td>50</td>
<td>55</td>
<td>31</td>
</tr>
<tr>
<td>WHC**</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>8.0</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>14</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>Case Qty.</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>12</td>
</tr>
</tbody>
</table>

*Dirt Holding Capacity (grams)
** Water Holding Capacity (ounces)